FLOPPH F'Lex SINGLE COLOR | MINI 120° | ST?_I;EASI[N)EFC'I)'E

Description

FloppyFlex Mini single color is flexible 24V LED neon available in several
colors or color temperatures of white. The minimum side-to-side or front-
to-back bend diameter is 100 mm. Features a homogenous LED surface
without “skittles” effect.

Features

= Super bright with homogenous lighting surface

= Smooth, beautiful dimming, DMX control via FloppyDrive

= Wide beam angle

= Wide range of accessories for joining, terminafing, mounting, powering
= Fasy fo use and install

= Tight 100 mm side-to-side or front-to-back bend

= Unlimited and unprecedented possibilities

Applications

Installation, architectural, digital signage, gameshows, arcades, signs,
film and television sets, theme parks, bars and clubs, cruise ships, creating
words, indirect applications, and scenic elements

Available Connectors
Injection Molded Power Feed and End cap connectors, fully customizable
for no-hassle installations. Silicone 1P67.

Swivel Power Feeds and End Caps allow for easy onsite terminations with
IP20 rafings, and allow for the End, Side, or Bottom power feed enfry.

Flame Resistant — UV Resistant — Solvents Resistant
Saltwater Resistant — IP67 Protection — IKO8 Protection

Certifications
Light Surface With factory-installed connectors.

cULus Listed, CE, TUV and RoHS compliant and passes rigorous
environmental, optical, mechanical, and electrical testing.
Light 4
Surface
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FLoppyFLeX

SINGLE COLOR | MINI 120° | FTB
LED NEON

Mini Front-to-Back Color Silicone Specifications

Part Number FFMSRD FFMSGN FFMSBL FFMSAM
Type Dimmable Fixed Color

LED Color Red Green Blue Amber
Wavelength 618-624nm 522-528nm 468-474nm 588-594nm
Lumen/m 50 200 30 50
Lumen/ft 15 61 9 15
Beam Angle, Average (50%) 105.9°

Cut & Connect Unit Length 83.34 mm [3.28 in]

Number of Units Per Meter 12

LED Quantity Per Unit 12

LED Quantity Per Meter 144

Base Color White

Housing Silicone

Minimum Bend Diameter 100 mm [3.94"]

Bending Direction

Front-to Back (FTB)

Connectors & Hardware

Factory molded connectors, Field attachable connectors, Aluminum mounting channels

Operating Voltage 24 VDC

Wiring 2-Wire

Power Consumption 4.5 W/m

Max Fixture Single end feed 15 m [49.2 ft]

Runs Double end feed 30 m [98.4 ft]

Control DMX-512/Ethernet via ProPlex BuckBoost System,

DMX-512 via FloppyDrive 2X2, Dimmable MLV LED Driver, Non-dimmable AC/DC LED Driver

Installation Temperature

-40 to 50 °C [-40 to 122 °F]

Operating Temperature

-40 to 55 °C [-40 to 131 °F]

Mounting Surface Temperature

85 °C [185 °F] Max.

Storage Temperature

-40 to 60 °C [-40 to 140 °F]

Dimensions (WxHxD)

10 mm x 10 mm x variable [0.39 in x 0.39 in x variable]

Ingress Protection

IP67 with Molded connectors, IP20 with Swivel connectors

Listing UL2108 Class 2, CE-EMC, IS 10322
Warranty 5 Years
10 mm [0.39 in]
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SINGLE COLOR | MINI 120° | FTB
LED NEON

FLoppyFLeX

Mini Front-to-Back White Silicone Specifications

Part Number FFMS22K FFMS27K FFMS3K FFMS35K FFMS4K FFMS57K
Type Dimmable Fixed White

LED Color 2200K 2700K 3000K 3500K 4000K 5700K
CCT 2238+66K 2725+85K 3045+105K 3465+245K 3985+150K 5669+305K
Lumen/m 185 210 210 210 210 210
Lumen/ft 56 64 64 64 64 64
CRI 82-87

Beam Angle, Average (50%) 105.9°

Cut & Connect Unit Length 83.34 mm [3.28 in]

Number of Units Per Meter 12

LED Quantity Per Unit 12

LED Quantity Per Meter 144

Base Color White

Housing Silicone

Minimum Bend Diameter 100 mm [3.94"]

Bending Direction

Front-to Back (FTB)

Connectors & Hardware

Factory molded connectors, Field attachable connectors, Aluminum mounting channels

Operating Voltage 24 VDC

Wiring 2-Wire

Power Consumption 4.5 W/m

Max Fixture Single end feed 15 m [49.6 ft]

Runs Double end feed 30 m [98.4 ft]
DMX-512/Ethernet via ProPlex BuckBoost System,

Control

DMX-512 via FloppyDrive 2X2, Dimmable MLV LED Driver, Non-dimmable AC/DC LED Driver

Installation Temperature

-40 to 50 °C [-40 to 122°F]

Operating Temperature

-40 to 55 °C [-40 to 131 °F]

Mounting Surface Temperature

85 °C [185 °F] Max.

Storage Temperature

-40 to 60 °C [-40 to 140 °F]

Dimensions (WxHxD)

10 mm x 10 mm x variable [0.39 in x 0.39 in x variable]

Ingress Protection

IP67 with Molded connectors, IP20 with Swivel connectors

Listing UL2108 Class 2, CE-EMC, IS 10322
Warranty 5 Years
10 mm [0.39 in]
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FLoppyFLeX

SINGLE COLOR | MINI 120° | STS
LED NEON

Mini Side-to-Side Color Silicone Specifications

Part Number FFMHSRD FFMHSGN FFMHSBL FFMHSAM
Type Dimmable Fixed Color

LED Color Red Green Blue Amber
Wavelength 618-624nm 522-528nm 468-474nm 588-594nm
Lumen/m 50 200 50 30
Lumen/ft 15 61 9 15
Beam Angle, Average (50%) 105.9°

Cut & Connect Unit Length 83.34 mm [3.28 in]

Number of Units Per Meter 12

LED Quantity Per Unit 12

LED Quantity Per Meter 144

Base Color White

Housing Silicone

Minimum Bend Diameter 100 mm [3.94"]

Bending Direction

Side-to-Side (STS)

Connectors & Hardware

Factory molded connectors, Field attachable connectors, Aluminum mounting channels

Operating Voltage 24 VDC

Wiring 2-Wire

Power Consumption 4.5 W/m

Max Fixture Single end feed 15 m [49.2 ft]

Runs Double end feed 30 m [98.4 ft]

Control DMX-512/Ethernet via ProPlex BuckBoost System,

DMX-512 via FloppyDrive 2X2, Dimmable MLV LED Driver, Non-dimmable AC/DC LED Driver

Installation Temperature

-40 to 50 °C [-40 to 122 °F]

Operating Temperature

-40 to 55 °C [-40 to 131 °F]

Mounting Surface Temperature

85 °C [185 °F] Max.

Storage Temperature

-40 to 60 °C [-40 to 140 °F]

Dimensions (WxHxD)

10 mm x 10 mm x variable [0.39 in x 0.39 in x variable]

Ingress Protection

IP67 with Molded connectors, IP20 with Swivel connectors

Listing UL2108 Class 2, CE-EMC, IS 10322
Warranty 5 Years
Light Surface

10 mm [0.39 in]
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SINGLE COLOR | MINI 120° | STS
LED NEON

FLoppyFLeX

Mini Side-to-Side White Silicone Specifications

Part Number FFMHS22K FFMHS27K FFMHS3K FFMHS35K FFMHS4K FFMHS57K
Type Dimmable Fixed White

LED Color 2200K 2700K 3000K 3500K 4000K 5700K
CCT 2238+66K 2725+85K 3045+105K 3465+245K 3985+150K 5669+305K
Lumen/m 185 210 210 210 210 210
Lumen/ft 56 64 64 64 64 64

CRI 82-87

Beam Angle, Average (50%) 105.9°

Cut & Connect Unit Length 83.34 mm [3.28 in]

Number of Units Per Meter 12

LED Quantity Per Unit 12

LED Quantity Per Meter 144

Base Color White

Housing Silicone

Minimum Bend Diameter 100 mm [3.94"]

Bending Direction

Side-to-Side (STS)

Connectors & Hardware

Factory molded connectors, Field attachable connectors, Aluminum mounting channels

Operating Voltage 24 VDC

Wiring 2-Wire

Power Consumption 4.5 W/m

Max Fixture Single end feed 15 m [49.6 ft]

Runs Double end feed 30 m [98.4 ft]
DMX-512/Ethernet via ProPlex BuckBoost System,

Control

DMX-512 via FloppyDrive 2X2, Dimmable MLV LED Driver, Non-dimmable AC/DC LED Driver

Installation Temperature

-40 to 50 °C [-40 to 122°F]

Operating Temperature

-40 to 55 °C [-40 to 131 °F]

Mounting Surface Temperature

85 °C [185 °F] Max.

Storage Temperature

-40 to 60 °C [-40 to 140 °F]

Dimensions (WxHxD)

10 mm x 10 mm x variable [0.39 in x 0.39 in x variable]

Ingress Protection

IP67 with Molded connectors, IP20 with Swivel connectors

Listing UL2108 Class 2, CE-EMC, IS 10322
Warranty 5 Years
Light Surface

Side-to-Side Bend

10 mm [0.39 in]
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FLOPPB FLex DOUBLE-MOLDED IP65 CONNECTS:T\Isl

Molded End Entry Connection

Connects FloppyFlex Mini to power supply with
pre-installed end feed cable, IP65.

/ . Cable length available in 0.3 m, 1 m,

3m,5m, 10 m.

Left Side Molded Side Entry Connection

Connects FloppyFlex Mini to power supply with
pre-installed side feed cable, IP65.

Cable length available in 0.3 m, 1 m,
3m,5m, 10 m.

~.

Right Side

Molded Bottom Entry Connection

Connects FloppyFlex Mini to power supply with
pre-installed bottom feed cable, IP65.

Cable length available in 0.3 m, 1 m,
. 3m,5m, 10 m.

Molded End Cap

Pre-installed termination protection of
FloppyFlex Mini, IP65.

Molded T-Feed Connection -

Connects two pieces of FloppyFlex Mini

g together with powered T-joint, IP65. ,1

L1 and L2 length available in 0.3 m.
L3 length available in 0.3, 1, 3 m.

Maximum 8 T-Feeds per 20 m
Maximum 4 T-Feeds per 10 m

Exclusive Distribution — The Americas, Europe, and Asia

Toronto Beijing
+1519.538.0888 +8610.8492.1587

Los Angeles London New York
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FLoppyFLEX

MOLDED IP67 CONNECTORS
MINI SILICONE ONLY

Right Side

Left Side

e

Molded End Entry Connection

Connects FloppyFlex Mini Silicone to power
supply with pre-installed end feed cable, IP67.

Cable length available in 0.3 m, 1 m,
3m,5m, 10 m.

Molded Side Entry Connection

Connects FloppyFlex Mini Silicone to power

supply with pre-installed side feed cable, IP67.

Cable length available in 0.3 m, 1 m,
3m,5m, 10 m.

Molded Bottom Entry Connection

Connects FloppyFlex Mini Silicone to power

supply with pre-installed bottom feed cable, IP67.

Cable length available in 0.3 m, 1 m,
3m,5m, 10 m.

Molded End Cap

Pre-installed termination protection of
FloppyFlex Mini Silicone, IP67.

Molded T-Feed Connection

Connects two pieces of FloppyFlex Mini
Silicone together with powered T-joint, IP67.
L1 and L2 length available in 0.3 m.

L3 length available in 0.3, 1, 3 m.

Maximum 8 T-Feeds per 20 m

Maximum 4 T-Feeds per 10 m

Exclusive Distribution — The Americas, Europe, and Asia
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FLOPPB FLex SWIVEL IP20 CONNECTORS

MINI

Swivel End Connection

Connects FloppyFlex Mini to power supply with

Field-installed end feed cable, IP20. Cable can
,/ be fed through end, side, or bottom of connector

Cable length available in 0.3 m, 1 m.

Swivel End Cap

Field-installed termination protection of _
FloppyFlex Mini, IP20.

Exclusive Distribution — The Americas, Europe, and Asia

Los Angeles London New York Toronto Beijing Riga
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FLoppyFLEX

WIRING DIAGRAM

1.Pleaseuse aconstantvoltage power supply with
corresponding outputvoltage, andrated wattage of the
power supply shall be 25% more than the actual power
consumption of light toincreaseits life expectancy;

2. Thiswiringdiagramis using the mains of AC230V with
brown andblue wires as anexample, and please connect
with the correspondinglive and neutral wires for other
mains electricity;

3.Dimming frequency ranges from 100Hz to 2000Hz, and
500Hzisrecommended.

Single-End Feed

Cablelength Lightlength < Max. runninglength single-end |
y G POWER SUPPLY
— : L ConstantVoltage e===3
N DC 24V
- /)
Cablelength | Lightlength < Max.runninglengthsingle-end |
g B | |
Y, G POWERSUPPLY DIMMER -
e U L Constant Voltage ! ! g L Tsem—
N DC 24V
y N

Light Length:

Cable Length:

The length of the longest single light in parallel connection or
sum of lights in series connection.

How to Minimize Voltage Drop

The length of an electrical cable between power output end and
lightinput end, and the cables for serial interconnection are
inclusive.

1. Please ensure the cable length is not more than the table "Max. Cable Length” according to light length and its wire gauge.
2. Please ensure the lightlength s less than the cable "Max. Running Length Single-end Feed".

New York
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+44 (0)20.8574.9700
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LOPPB FleX WIRING DIAGRAM

Double-End Feed

The following wiring diagram with double-end feed to run length that is longer than max. running length for single-end feed but less
than twice the value.

Ao e

- SR G +
I 4 _  POWER SUPPLY

N\ Constant Voltage a

N DC24V -

|

Please ensure the polarity connectionis / —

N
correct onboth ends, and short circuitmight ( J|
occur if powering the light from both ends —_— =7

=

with reverse polarity. Itis not recommended to
feed both ends of light with two separated ] |
power supplies, whichwouldleadto
overloading and overheating problem if either
power supply isfailed.

Max.running lengthsingle-end < Light length < 2*Max. running length single-end

( N
|6 POWERSUPPLY N
:/:h Const;cméxeltage f lf?olmzl\_llziﬁz .
_ J
y Qo S
& =7 \‘
— )
| |
Max. runninglength single-end < Lightlength < 2*Max. runninglength single-end
Light Length: Cable Length:
The length of the longest single light in parallel connection or The length of an electrical cable between power output end and
sum of lights in series connection. light input end, and the cables for serial interconnection are

inclusive.

How to Minimize Voltage Drop

1. Itis optimal to position the power supply in the middle of a single light or multiple lines in daisy chain to keep the equivalent cable length on both ends for
double-end feed.

2. Please ensure the cable length is not more than the table "Max. Cable Length" according to the half of light length and its wire gauge.

3. Please ensure thelight length is less than the table "Max. Running Length Double-end Feed".

Wy . /N
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FLOppyFLEX

DRIVERS

FloppyDrive
ax2

Power: 12 V. 120 W max
24V 240 W max

www smb. com
Modek Manufactured in EU
Serial: by Company NA
Date: @
s C€E X,

220553
Output 1

Max. per output
12V, 60 W

24120 W

FloppyDrive DIN Rail Mount

¢ DMX dimming for 12 or 24V LED Tapes, Neons, and other
low voltage systems of all types. Perfect for FloppyFlex and FloppyTape.

e Two 12V or 24V 2-, 3-, 4-, or 5-wire outputs

¢ Addressing, monitoring and reporting of all functions, via RDM

e 1200Hz flicker-free refresh rate

¢ Pluggable Terminal Block (PTB) screw terminals for bare-wire, installation
flexibility

* More information and full specification sheets at
https://tmb.com/proplex-floppydrives

FloppyDrive 4x2 24V PortableMount

e DMX Control for FloppyFlex LED neon, FloppyTape LED tape, and other 24
VDC LED neon or tape systems. (Max. length of runs per output varies with
neon or tape product.)

e Two 24 VDC outputs. 12 VDC version also available

¢ Rugged, tour-ready ProPlex “Blue Box” PortableMount chassis. Packaged
for extreme conditions. Shock-mounted circuitry. Advanced thermal
management

¢ Color LCD Display with easy-function control buttons for easy setup and
configuration

¢ Heavy-duty yoke for truss mounting. Optional RackMount Kit available.

e RDM functionality for complete system monitoring and addressing via RDM

e 2-, 3-, and 5-wire (1-, 2-, and 4-channel) versions also available

¢ More information and full specification sheets at
https://tmb.com/proplex-floppydrives

Mean Well 24 VDC LED Drivers

* High efficiency 24VDC LED drivers in DIN Rail and stand-alone with
multiple wattage configurations

¢ |P-rated units available.

¢ Fixed or dimmable output. Dimming available via 1-10VDC, 10V PWM
signal, resistance, or built-in potentiometer.

Exclusive Distribution — The Americas, Europe, and Asia

Los Angeles London

+1818.899.8818  +44 (0)20.8574.9700  +1201.896.8600

Toronto Beijing Riga
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SELF-LOCKING ALUMINUM PROFILE V3
FFACLKM*MV3

FLoppyFieX

Versatile self-locking profile can be used to mount
FloppyFlex Mini LED neon in any orientation including
overhead at any angle. Extruded 6063 aluminum
construction with elastic serrated grip tape hold the

FloppyFlex neon firmly through varying temperatures
of -20 to +70 °C.

126
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U Il lJule [_\i Ff |
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5.8 .
~ 138 Dimensions in millimeters
i Tolerance: £0.2 mm
w0 25
S 0
1 2528 K
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L+0.5
2-L1—— (N-1)-L2 :
AR
f LR
< I
& o - Note: |
1. 2-L1 refers to two of symmetric L1 in each piece of profile.
2. (N-1)-L2 refers to (N minus one) of symmetric L2 in each piece of profile.
“N” hereby stands for its corresponding “Hole Number” in the table below.
Part Number Length L1 L2 Slotted Hole Number of Holes
FFACLKM20MMV3 20 mm [0.787 in] 10 mm [0.39 in] N/A 4x10 mm [0.16x0.39 in] 1
FFACLKM.5MV3 500 mm [19.68 in] 50 mm [1.97 in] | 200 mm [7.87 in] | 4x10 mm [0.16x0.39 in] 3
FFACLKM1MV3 1000 mm [39.37 in] | 100 mm [3.93 in] | 200 mm [7.87 in] | 4x10 mm [0.16x0.39 in] 5
FFACLKM2MV3 2000 mm [78.74 in] | 100 mm [3.93in] | 200 mm [7.87 in] | 4x10 mm [0.16x0.39 in] 10
Exclusive Distribution — The Americas, Europe, and Asia
r/—. U h l
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FLOPPH FLex® RECESSED SELF-LOCKING ALUMINUM PROFILE V3

FFACLKMR*MV3

Versatile self-locking profile can be used to mount
recessed FloppyFlex Mini LED neon in any orientation
including overhead at any angle. Extruded 6063
aluminum construction with elastic serrated grip tape
hold the FloppyFlex neon firmly through varying
temperatures of -20 to +70 °C.

218
»BY - -
1
Jd
@
5.8 N
~ ’
€ 138 Dimensions in millimeters
8 2 © Tolerance: £0.2 mm
1 2528 K
[ Als
L+0.5
2-L1—— (N-1)-L2 :
AR
f LR
< I
& o - Note: |
1. 2-L1 refers to two of symmetric L1 in each piece of profile.
2. (N-1)-L2 refers to (N minus one) of symmetric L2 in each piece of profile.
“N” hereby stands for its corresponding “Hole Number” in the table below.
Part Number Length L1 L2 Slotted Hole Number of Holes
FFACLKMR20MMV3 | 20 mm [0.787 in] 10 mm [0.39 in] N/A 4x10 mm [0.16x0.39 in] 1
FFACLKMR.5MV3 500 mm [19.68 in] 50 mm [1.97 in] | 200 mm [7.87 in] | 4x10 mm [0.16x0.39 in]
FFACLKMR1MV3 1000 mm [39.37 in] | 100 mm [3.93 in] | 200 mm [7.87 in] | 4x10 mm [0.16x0.39 in]
FFACLKMR2MV3 2000 mm [78.74 in] | 100 mm [3.93in] | 200 mm [7.87 in] | 4x10 mm [0.16x0.39 in] 10
Exclusive Distribution — The Americas, Europe, and Asia
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FLOPPH-I—aPe DRIVERS

' FloppyDrive DIN Rail Mount

(o] g =l
ProPlex
B o e DMX dimming for 12 or 24V LED Tapes, Neons, and other
= low voltage systems of all types. Perfect for FloppyFlex and FloppyTape.

Power: 12 V 120 W max
24V 240 W max

www.tmb.com e Two 12V or 24V 2-, 3-, 4-, or 5-wire outputs

Model: Manufactured in EU

by Company NA

* Addressing, monitoring and reporting of all functions, via RDM
s C€ SJE"; ¢ 1200Hz flicker-free refresh rate
et * Pluggable Terminal Block (PTB) screw terminals for bare-wire, installation
flexibility
¢ More information and full specification sheets at
https: //tmb.com/proplex-floppydrives

FloppyDrive 4x2 24V PortableMount

¢ DMX Control for FloppyFlex LED neon, FloppyTape LED tape, and other 24
VDC LED neon or tape systems. (Max. length of runs per output varies with
neon or tape product.)

e Two 24 VDC outputs. 12 VDC version also available

* Rugged, tour-ready ProPlex “Blue Box” PortableMount chassis. Packaged
for extreme conditions. Shock-mounted circuitry. Advanced thermal
management

¢ Color LCD Display with easy-function control buttons for easy setup and
configuration

¢ Heavy-duty yoke for truss mounting. Optional RackMount Kit available.

e RDM functionality for complete system monitoring and addressing via RDM
e 2-, 3-, and 5-wire (1-, 2-, and 4-channel) versions also available

¢ More information and full specification sheets at
https://tmb.com/proplex-floppydrives

L

- Mean Well 24 VDC LED Drivers

2 — ¢ High efficiency 24VDC LED drivers in DIN Rail and stand-alone with
»\/ - multiple wattage configurations
- . EE e |P-rated units available.
— E ¢ Fixed or dimmable output. Dimming available via 1-10VDC, 10V PWM
g signal, resistance, or built-in potentiometer.
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®
FloppyDrive BuckBoost System
Unified Power and Control for Installations

ProPlex’s BuckBoost® Drive System is a unique, patent-pending technology that completely overcomes the
cable length challenges of low voltage LED lighting, especially LED “neons” and tapes. This revolutionary
new system allows centralized and remote (up to 150m) location of drives, mains power and PSU’s.

The proprietary BuckBoost drive signal is carried over a small cable, sized equivalent to a mic cable, from
a remote BoostBox® to a small inconspicuous BuckBox® located adjacent to the fixture.

HOW [T WORKS

BoostBoxes — Combine mains power and Ethernet or DMX control into multiple outputs with proprietary
BuckBoost drive signal combining power and control in one cable. Up to 200 Watts per output.

ProPleX Fioppybrive " BoostBox 8 -PTB )

2-output DIN Rail Mount BoostBox with Pluggable

8-output 2U RackMount BoostBox with Pluggable Terminal Block BuckBoost Drive output
connectors and dual Ethernet ports for ArtNet/sACN control. Terminal Block BuckBoost Drive output connectors
4-output version also available. and dual Ethernet plus DMX control ports. (requires
external 48V PSU)

BuckBoxes — Convert BuckBoost proprietary drive signal to output voltage and control for various
types of LED fixtures. Compact units mount adjacent to fixtures, up to 150 meters from BoostBoxes.

BuckBox 1 Universal models — one output for single color, dynamic white, RGB, RGBW, or Digital multi-pixel fixtures.

BuckBox 2 models — two outputs for digital multi-pixel fixtures only.

% /’/o/"’/é,‘yr

FloppyDrive

® »

6.14[156)

3.14(798)

BuckBox IP67 BuckPlate
IP67 housings suitable for conduit inlet, with internal 2-Gang versions mount in US standard
2-gang junction boxes

terminal block connections and cable gland output.

Find out more at: www.proplex.com/buckboost-system
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CONTACT INFORMATION

LOS ANGELES HEADQUARTERS

527 Park Avenue | San Fernando, CA 91340, USA
Tel: +1 818.899.8818 | Fax: +1818.899.8813
sales@tmb.com

TMB 24/7 TECH SUPPORT

US/Canada: +1.818.794.1286

Toll Free: 1.877.862.3833 (1.877TMB.DUDE)
UK: +44 (0)20.8574.9739

Toll Free: 0800.652.5418
techsupport@tmb.com

LOS ANGELES +1818.899.8818
LONDON +44 (0)20.8574.9700
NEW YORK +1201.896.8600
BEIUING +8610.84921587
CANADA +1519.538.0888
RIGA +3716389 8886

q

www.tmbarchitectural.com

A full service company providing technical

support, customer service, and follow-up.

Providing products and services for the industrial,
entertainment, architectural, installation, defense, broadcast,
research, telecommunications, and signage industries.
Servicing the global market from offices in

Los Angeles, London, New York, Toronto, Riga and Beijing.



