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by

Quite Simply the Finest LED Tapes! 

•	Very high CRI and R9 values! Brilliant colours! Very consistent! Extremely reliable! 

•	Accurate, full-spectrum, colour rendering. True high CRI with no “green.”

•	IP68 versions offered, sealed in high transmission, ultra-clear, vacuum-formed silicone

•	Wide range of profiles and diffusion accessories offered

•	Easy to install! High performance 3M™ adhesive backing affixes to virtually any surface or materials

•	Two versions:  FloppyTape Premium and FloppyTape Standard

PROFESSIONAL GRADE 
LED TAPES

Worldwide Exclusive Distribution
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FloppyTape Premium Tungsten Colour Rendering Index and Spectral Graph

FloppyTape Premium Daylight Colour Rendering Index and Spectral Graph

FloppyTape Premium Dynamic White
97+ CRI Dynamic White provides all the benefits of Fixed Tungsten or Daylight, with 
a range of Kelvin temperatures between 2200K and 6000K. 
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Lighting Parameter Analysis Report

Product information and test conditions

Name

Time 2019-02-20 00:52:44(Time-zone GMT+8)

Manufacturer

User LG Engineering (phoebe@litegear.com)

Temperature(℃) Humidity(%) Distance(m)

Parameters

CIE_x 0.3155

CIE_y 0.3346

CIE_u' 0.1977

CIE_v' 0.4717

CCT 6320 K

Duv 0.0047

CRI (Ra)(R1~R8) 98

CRI (Re) (R1-R15) 96

CQS 97

TLCI(Qa) 98

GAI 98

TM-30-15 Rf 95

TM-30-15 Rg 101

Illuminance 2,580 lux

Foot Candle 239.7 fc

PPFD (400-700nm) 43.01 µmol/m s

λp 448 nm

λD 493 nm

Purity (Pe) 10 %

SP Ratio 2.5

2
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Lighting Parameter Analysis Report

Product information and test conditions

Name

Time 2019-02-20 00:52:44(Time-zone GMT+8)

Manufacturer

User LG Engineering (phoebe@litegear.com)

Temperature(℃) Humidity(%) Distance(m)

Parameters
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Lighting Parameter Analysis Report

Product information and test conditions

Name

Time 2019-02-20 00:52:44(Time-zone GMT+8)

Manufacturer

User LG Engineering (phoebe@litegear.com)

Temperature(℃) Humidity(%) Distance(m)

Parameters
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Duv 0.0047

CRI (Ra)(R1~R8) 98
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TLCI(Qa) 98
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TM-30-15 Rf 95

TM-30-15 Rg 101

Illuminance 2,580 lux

Foot Candle 239.7 fc
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Lighting Parameter Analysis Report

Product information and test conditions

Name Premium Floppy Tape X1 2200K

Time 2019-02-15 08:24:37(Time-zone GMT+8)

Manufacturer TMB PN: TBD

User LG Engineering (phoebe@litegear.com)

Temperature(℃) Humidity(%) Distance(m)

Parameters

CIE_x 0.4920

CIE_y 0.4067

CIE_u' 0.2853

CIE_v' 0.5308

CCT 2280 K

Duv -0.0027

CRI (Ra)(R1~R8) 95

CRI (Re) (R1-R15) 94

CQS 97

TLCI(Qa) 96

GAI 40

TM-30-15 Rf 93

TM-30-15 Rg 101

Illuminance 1,734 lux

Foot Candle 161.1 fc

PPFD (400-700nm) 33.16 µmol/m s

λp 638 nm

λD 588 nm

Purity (Pe) 70 %

SP Ratio 1.2

2
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Lighting Parameter Analysis Report

Product information and test conditions

Name Premium Floppy Tape X1 2200K

Time 2019-02-15 08:24:37(Time-zone GMT+8)

Manufacturer TMB PN: TBD

User LG Engineering (phoebe@litegear.com)

Temperature(℃) Humidity(%) Distance(m)

Parameters
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Foot Candle 161.1 fc

PPFD (400-700nm) 33.16 µmol/m s

λp 638 nm

λD 588 nm

Purity (Pe) 70 %

SP Ratio 1.2

2
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Lighting Parameter Analysis Report

Product information and test conditions

Name Premium Floppy Tape X1 2200K

Time 2019-02-15 08:24:37(Time-zone GMT+8)
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PROFESSIONAL GRADE 
LED TAPES
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FloppyTape Premium 
Dynamic White

FloppyTape Premium 
RGBW

FloppyTape Premium RGBWW
4-in-1 chip emitters with Red, Green, Blue, 
and 97+ CRI 2700K Warm White

FloppyTape Premium RGBCW
4-in-1 chip emitters with Red, Green, Blue, 
and 90+ CRI 6000K Cool White

FloppyTape Premium Dynamic White
2200K and 6000K emitters, 97+ CRI

FloppyTape Premium 2200K
Precise fixed warm white, 97+ CRI

FloppyTape Premium 3000K
Precise fixed tungsten white, 97+ CRI

FloppyTape Premium UV
Precise fix ultra-violet

FloppyTape Standard RGB
3-in-1 chip emitters with Red, Green, and Blue. 
84 emitters per meter

FloppyTape Standard RGBA
4-in-1 chip emitters with Red, Green, Blue, and Amber. 
72 emitters per meter

FloppyTape Standard 2200K
Precise fixed warm white, 90+ CRI

FloppyTape Standard 3000K
Precise fixed tungsten white, 90+ CRI

FloppyTape Standard 
RGB

FloppyTape Standard 
RGBA

0.39 inch width
10 millimeter width

0.33 inch pitch 
8.3 m
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12 millimeter width
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13.9 m

illim
eter pitch

D
C

24V

+—

D
C

12V

+—

+—

+—

+—

+—

+—

+—
— +

+—
— +

LITERIBBO
N

V
H

O
PRO

120-X
3

CUT>

CUT>

CUT>

CUT>

CUT>

CUT>

CUT>

—

LITERIBBON

VHOPRO

120-X6

CUT>

CUT>

CUT>

CUT>

CUT>

CUT>

CUT>

+
+

+
+

+

+— +

LITEGEAR.COM

LITEGEAR.COM

—
—

—
—

—

D
C

24V

+—

+—

V
H

O
PRO

D
C

12V

+—

+—

LITERIBBO
N

+—

+—
— +

+—
— +

LITERIBBO
N

V
H

O
PRO

60-X
3

CUT>

CUT>

CUT>

CUT>

+—

60-X
2

+—

+—
— +

+—
— +

CUT>

CUT>

CUT>

CUT>

+—

LITERIBBON

VHOPRO

60-X6

D
C

12V

D
C

12V

+24V
GRWB

+24V
GRWB

+24VGRWB

+24V
GRWB

+24VGRWB

+24VGRWB

+24V
GRWB

+24V
GRWB

+24VGRWB

+24V
GRWB

+24VGRWB

+24VGRWB

+24V
GRWB

+24V
GRWB

+24VGRWB

+24V
GRWB

+24VGRWB

+24VGRWB

+12V

GRB

+GRB

+GRB

+GRB

+GRB

+GRB

+GRB

RG
B

D
C

12V
+GRB

LITEG
EA

R.C
O

M

+12V

RGB

+12V

RGB

+12VRGB

+12V

RGB

+12VRGB

+12V

RGB

+12VRGB

+12VRGB

+G

CUT>

CUT>

CUT>

CUT>

LITERIBBON

CHROMA RGB

60-X6

D
C

12V

LITEGEAR.COM

RB

+G RB

+G RB

+G RB

+G RB
+G RB

+G RB

CUT>

+G RB

+12V

_

+12V

_

+_

+_

D
C

24V

+—

D
C

12V

+—

+—

+—

+—

+—

+—

+—
— +

+—
— +

LITERIBBO
N

V
H

O
PRO

120-X
3

CUT>

CUT>

CUT>

CUT>

CUT>

CUT>

CUT>

—

LITERIBBON

VHOPRO

120-X6

CUT>

CUT>

CUT>

CUT>

CUT>

CUT>

CUT>

+
+

+
+

+

+— +

LITEGEAR.COM

LITEGEAR.COM

—
—

—
—

—

D
C

24V

+—

+—

V
H

O
PRO

D
C

12V

+—

+—

LITERIBBO
N

+—

+—
— +

+—
— +

LITERIBBO
N

V
H

O
PRO

60-X
3

CUT>

CUT>

CUT>

CUT>

+—

60-X
2

+—

+—
— +

+—
— +

CUT>

CUT>

CUT>

CUT>

+—

LITERIBBON

VHOPRO

60-X6

D
C

12V

D
C

12V

+24V
GRWB

+24V
GRWB

+24VGRWB

+24V
GRWB

+24VGRWB

+24VGRWB

+24V
GRWB

+24V
GRWB

+24VGRWB

+24V
GRWB

+24VGRWB

+24VGRWB

+24V
GRWB

+24V
GRWB

+24VGRWB

+24V
GRWB

+24VGRWB

+24VGRWB

+12V

GRB

+GRB

+GRB

+GRB

+GRB

+GRB

+GRB

RG
B

D
C

12V
+GRB

LITEG
EA

R.C
O

M

+12V

RGB

+12V

RGB

+12VRGB

+12V

RGB

+12VRGB

+12V

RGB

+12VRGB

+12VRGB

+G

CUT>

CUT>

CUT>

CUT>

LITERIBBON

CHROMA RGB

60-X6

D
C

12V
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+G RB
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+G RB
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_
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_
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0.47 inch width
12 millimeter width

0.47 inch width
12 millimeter width

0.47 inch pitch 
11.9 m

illim
eter pitch

0.55 inch pitch 
13.9 m

illim
eter pitch
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FloppyTape Premium

FTPPX1RGBCW

FloppyTape 
Premium X1 
RGBW 6000K

20 72 6000 90+ 120
5 m,  
16.4 ft, 
196.8 in.

12 mm
0.47 in

2 mm, 
0.08 in.

TBA 13.8 12 84 mm, 
3.31 in. 24 360 PH5.F 23

FTPPX1DW FloppyTape 
Premium X1 
Dynamic White 
2200-6000K

20
120 2200-

6000 97+ 120
5 m,  
16.4 ft, 
196.8 in.

10 mm, 
0.39 in.

1.8 mm, 
0.07 in. 1675.8

8.3 10 100 mm, 
3.94 in. 24 600 PH3.F 20

FTPPX1DWIP 68 12.75 mm
0.5 in

6 mm
0.24 in

TBA

FTPPX1RGBW FloppyTape 
Premium X1 
RGBW

20
72 2700 97+ 120

5 m,  
16.4 ft, 
196.8 in.

12 mm
0.47 in

2 mm, 
0.08 in.

TBA

13.9 12 84 mm,
3.31 in. 24 360 PH5.F 23

FTPPX1RGBWIP 68 14.75 mm
0.58 in

6 mm
0.24 in

TBA

FTPPX122K FloppyTape 
Premium X1 
2200K

20
120 2200 97+ 120

5 m,  
16.4 ft, 
196.8 in.

10 mm, 
0.39 in.

1.8 mm, 
0.07 in. 1317.6

8.3 20 50 mm, 
1.97 in. 24 600 PH2.F 20

FTPPX122KIP 68 12.75 mm
0.5 in

6 mm
0.24 in

TBA

FTPPX13K FloppyTape 
Premium X1 
3000K

20
120 3000 97+ 120

5 m,  
16.4 ft, 
196.8 in.

10 mm, 
0.39 in.

1.8 mm, 
0.07 in.

TBA

8.3 20 50 mm, 
1.97 in. 24 600 PH2.F 20

FTPPX13KIP 68 12.75 mm
0.5 in

6 mm
0.24 in 1602.8

FTPPX1UV
Floppy Tape 
Premium X1 
UV

20 60 UV N/A 120
5 m,  
16.4 ft, 
196.8 in.

10 mm, 
0.39 in.

2.2 mm, 
0.08 in.

TBA 16.7 10 100 mm, 
3.94 in. 24 300 PH2.F 14.4

FloppyTape Standard

FTPSX1RGB
FloppyTape 
Standard X1 
RGB

20 72 N/A N/A 120
5 m,  
16.4 ft, 
196.8 in.

12 mm
0.47 in

2 mm, 
0.08 in.

TBA 11.9 28 35.7 mm,
1.41 in. 24 420 PH4.F 20

FTPSX1RGBA FloppyTape 
Standard X1 
RGBA

20
72 N/A N/A 120

5 m,  
16.4 ft, 
196.8 in.

12 mm
0.47 in

2 mm, 
0.08 in.

TBA 14 12 84 mm, 
3.31 in. 24 360 PH5.F 23

FTPSX1RGBAIP 68 14.75 mm
0.58 in

6 mm
0.24 in

FTPSX122K
FloppyTape X1 
2200K

20
120 2200 90+ 120

5 m,  
16.4 ft, 
196.8 in.

10 mm, 
0.39 in.

1.8 mm, 
0.07 in. 1551

8.3 20 50 mm, 
1.97 in. 24 600 PH2.F 20

FTPSX122KIP 68 12 mm
0.47 in

6 mm
0.24 in

TBA

FTPSX13K
FloppyTape X1 
3000K

20
120 3000 90+ 120

5 m,  
16.4 ft, 
196.8 in.

10 mm, 
0.39 in.

1.8 mm, 
0.07 in. 1882.6

8.3 20 50 mm, 
1.97 in. 24 600 PH2.F 20

FTPSX13KIP 68 12 mm
0.47 in

6 mm
0.24 in 1593
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 FloppyDrive BuckBoost System 
Unified Power and Control for Installations

BoostBoxes — Combine mains power and Ethernet or DMX control into multiple outputs with proprietary 
BuckBoost drive signal combining power and control in one cable.  Up to 200 Watts per output. 

Find out more at: www.proplex.com/buckboost-system

HOW IT WORKS

ProPlex’s BuckBoost® Drive System is a unique, patent-pending technology that completely overcomes the 
cable length challenges of low voltage LED lighting, especially LED “neons” and tapes.  This revolutionary 
new system allows centralized and remote (up to 150m) location of drives, mains power and PSU’s.   
The proprietary BuckBoost drive signal is carried over a small cable, sized equivalent to a mic cable, from 
a remote BoostBox® to a small inconspicuous BuckBox® located adjacent to the fixture.

BuckBoxes — Convert BuckBoost proprietary drive signal to output voltage and control for various 
types of LED fixtures. Compact units mount adjacent to fixtures, up to 150 metres from BoostBoxes.    

BuckBox IP67
IP67 housings suitable for conduit inlet, with internal terminal 

block connections and cable gland output.  

BuckBox 1 Universal models — one output for single colour, dynamic white, RGB, RGBW, or Digital multi-pixel fixtures.

BuckBox 2 models — two outputs for digital multi-pixel fixtures only.

8-output 2U RackMount BoostBox with Pluggable Terminal Block BuckBoost Drive 
output connectors and dual Ethernet ports for ArtNet/sACN control. 

4-output version also available.

2-output DIN Rail Mount BoostBox with 
Pluggable Terminal Block BuckBoost Drive 

output connectors and dual Ethernet plus DMX 
control ports. (requires external 48V PSU) 

Dimensions in inches [millimetres]

5.67 [144]
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6 [
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3]

5.67 [144]
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 FloppyDrive BuckBoost System 
Unified Power and Control for Installations

BoostBoxes — Combine mains power and Ethernet or DMX control into multiple outputs with proprietary 
BuckBoost drive signal combining power and control in one cable.  Up to 200 Watts per output. 

Find out more at: www.proplex.com/buckboost-system

HOW IT WORKS

ProPlex’s BuckBoost® Drive System is a unique, patent-pending technology that completely overcomes the 
cable length challenges of low voltage LED lighting, especially LED “neons” and tapes.  This revolutionary 
new system allows centralized and remote (up to 150m) location of drives, mains power and PSU’s.   
The proprietary BuckBoost drive signal is carried over a small cable, sized equivalent to a mic cable, from 
a remote BoostBox® to a small inconspicuous BuckBox® located adjacent to the fixture.

BuckBoxes — Convert BuckBoost proprietary drive signal to output voltage and control for various 
types of LED fixtures. Compact units mount adjacent to fixtures, up to 150 metres from BoostBoxes.    

BuckBox IP67
IP67 housings suitable for conduit inlet, with internal terminal 

block connections and cable gland output.  

BuckBox 1 Universal models — one output for single colour, dynamic white, RGB, RGBW, or Digital multi-pixel fixtures.

BuckBox 2 models — two outputs for digital multi-pixel fixtures only.

8-output 2U RackMount BoostBox with Pluggable Terminal Block BuckBoost Drive 
output connectors and dual Ethernet ports for ArtNet/sACN control. 

4-output version also available.

2-output DIN Rail Mount BoostBox with 
Pluggable Terminal Block BuckBoost Drive 

output connectors and dual Ethernet plus DMX 
control ports. (requires external 48V PSU) 

Dimensions in inches [millimetres]

5.67 [144]
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•	 DMX Control for FloppyFlex LED neon, FloppyTape LED tape, and other 24 
VDC LED neon or tape systems. (Max. length of runs per output varies with 
neon or tape product.)

•	 Two 24 VDC outputs. 12 VDC version also available
•	 Rugged, tour-ready ProPlex “Blue Box” PortableMount chassis. Packaged 

for extreme conditions. Shock-mounted circuitry. Advanced thermal 
management

•	 Colour LCD Display with easy-function control buttons for easy setup and 
configuration

•	 Heavy-duty yoke for truss mounting. Optional RackMount Kit available.
•	 RDM functionality for complete system monitoring and addressing via RDM
•	 2-, 3-, and 5-wire (1-, 2-, and 4-channel) versions also available
•	 More information and full specification sheets at  

https://tmb.com/proplex-floppydrives

•	 High efficiency 24VDC LED drivers in DIN Rail and stand-alone with 
multiple wattage configurations

•	 IP-rated units available.
•	 Fixed or dimmable output. Dimming available via 1-10VDC, 10V PWM 

signal, resistance, or built-in potentiometer.

•	 DMX dimming for 12 or 24V LED Tapes, Neons, and other  
low voltage systems of all types. Perfect for FloppyFlex and FloppyTape.

•	 Two 12V or 24V  2-, 3-, 4-, or 5-wire outputs
•	 Addressing, monitoring and reporting of all functions, via RDM
•	 1200Hz flicker-free refresh rate
•	 Pluggable Terminal Block (PTB) screw terminals for bare-wire, installation 

flexibility
•	 More information and full specification sheets at  

https://tmb.com/proplex-floppydrives

FloppyDrive 4x2 24V PortableMount

Mean Well 24 VDC LED Drivers

FloppyDrive DIN Rail Mount

DRIVERS


