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Quite Simply the Finest LED Tapes!

* Very high CRI and R? values! Brilliant colors! Very consistent! Extremely reliable!

* Accurate, full-spectrum, color rendering. True high CRI with no “green.”

* [P68 versions offered, sealed in high transmission, ultra-clear, vacuum-formed silicone

* Wide range of profiles and diffusion accessories offered

* Easy to installl High performance 3M™ adhesive backing affixes to virtually any surface or materials

* Two versions: FloppyTape Premium and FloppyTape Standard
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FloppyTape Premium Dynamic White

97+ CRI Dynamic White provides all the benefits of Fixed Tungsten or Daylight, with
a range of Kelvin temperatures between 2200K and 6000K.

FloppyTape Premium Tungsten Color Rendering Index and Spectral Graph
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FloppyTape Premium Daylight Color Rendering Index and Spectral Graph
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FloppyTape Premium

FloppyTape Premium RGBWW FloppyTape Premium ) .
4-in-1 chip emitters with Red, Green, Blue, RGBW Dynamic White
and 97+ CRI 2700K Warm White
. 0.47 inch width 0.39 inch width
FloppyTape Premium RGBCW 12 millimeter width 10 millimeter width
4-in-1 chip emitters with Red, Qreen, Blue, < N “— b
and 90+ CRI 6000K Cool White sevvy =7 .
(] ® >0
. . . N w
FloppyTape Premlum.Dynamlc White o 3 BI = |3 o
2200K and 6000K emitters, 97+ CRI ©0 o = S 3
58, 1] 7 |, ez
FloppyTape Premium 2200K 33 Ts [ g2
Precise fixed warm white, 97+ CRI Q= s UDU 3
® T, =3 = 9
| =5 [, 5 g
FloppyTape Premium 3000K 7 |azzatl ]
Precise fixed tungsten white, 97+ CRI = AARaG
FloppyTape Premium UV
Precise fix ultra-violet
FloppyTape Standard RGB FloppyTape Standard FloppyTape Standard
3-in-1 chip emitters with Red, Green, and Blue. RGB RGBA
84 emitters per meter
0.47 inch width 0.47 inch width
FloppyTape Standard RGBA 12 millimeter width 12 millimeter width
4-in-1 chip emitters with Red, Green, Blue, and Amber. > —>
72 emitters per meter Q%g 9%99%
FloppyTape Standard 2200K = w L
Precise fixed warm white, 90+ CRI e i e 3
2 D 3o D
FloppyTape Standard 3000K % ?:g_ I c§|>' §_
Precise fixed tungsten white, 90+ CRI T o D; T
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PROFESSIONAL GRADE
LED TAPES
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FloppyTape Premium
FloppyTape 5m,
b 12 mm 2 mm, 84 mm,
FTPPX1RGBCW E'gé“\'/vrgo)égl( 20|72 16000 |90+ | 120 1gé4gin 047in  |008in. |™* 138 112 | 5394, | 24360 | PHS.F |23
FTPPX1DW FloppyTape | 29 5m 10mm, | 1.8mm, | 4658
Premium X1 2200- : 0.391in 0.07/in 100 mm,
mA 120 o7+ | 120 | 16.4 , 83 |10 ! 24 | 600 | PH3.F | 20
Dynamic White 6000 196.8in. | 12.75mm | 6 mm 3.94in.
FTPPX1DWIP 2200-6000K | 68 “ 7 05in 024in |
FTPPXIRGBW | FioppyTape | 20 5m, pomm|2mm s o
Premum X1 72 [2700 |97+ |120 | 16.4f [— : 139 [ 12 |00 24| 360 | PHSF | 23
FTPPX1RGBWIP | RGBW 68 196.8 in. 84525. mm gg‘f? T8A o
. in . in
FTPPX122K FloppyTape | 20 5m, 8939’":;" 8287”’"’]“" 13176 50 mm
Premium X1  — 120 | 2200 |97+ | 120 | 16.4 ft, 83 |20 |77 |24 | 600 | PH2F |20
FTPPX122KIP | 2200K 68 196.8in. | 1270mm | 070 | g e
o 1in . n
10 mm, 1.8 mm,
FTPPX13K FloppyTape | 20 5m, 039in. |0.07in. | 50 mm
Premium X1 —— 120 | 3000 |97+ | 120 | 16.4 ft, 83 |20 | o7 (24 |600 | PH2F |20
FTPPX13KIP 3000K 68 196.8 in. 2)257.5 mm g o 1602.8 o
oin . in
Floppy Tape 5m,
FTPPX1UV Premum X1 |20 |60 [Uv [N [120 [ 1647 |1OMM |22mm, g, 16.7 |10 | 100MM. 1 o4 | 300 | PH2.F | 14.4
oy 1968, | 0390 0.08 in. 3.94n.
FloppyTape Standard
FloppyTape 5m,
FTPSX1RGB Standard X1 |20 |72 |N/A | N/A | 120 | 16.4 ft, (1)24;“.’“ 35”8"?' 8A 1.9 | 28 ?E:J MM 124 | 420 | PHA.F | 20
RGB 196.8in. | " Lein. Arin.
12 mm 2 mm,
FTPSX1RGBA | FloppyTape 20 5m, 0.471in 0.08 in. 84 mm
Standard X1 —— 72 |N/A | N/A | 120 | 164 1, TBA 14 (12 | S5 | 24| 360 | PHSF |23
FTPSX1RGBAIP | RGBA 68 196.8 in. 84525 mm 32”4"? R
. in . in
FTPSX122K 20 5m 10 mm, 1.8mm, | oo
FloppyTape X1 ’ 0.39in. 0.07 in. 50 mm,
120 | 2200 | 90+ | 120 | 16.4 t, 83 |20 ! 24 | 600 | PH2.F | 20
FTPsxizokp | 220K 68 196.8in. [ 12mm | 6mm |, 1.97in.
047 in 0.24 in
FTPSX13K 20 5m 10mm, | 1.8mm, | yee06
FloppyTape X1 ’ 0.39in. 0.07 in. 50 mm,
120 | 3000 | 90+ | 120 | 16.4 ft, 83 |20 ; 24 | 600 | PH2.F | 20
FTPSX13KIP 3000K 68 196.8in. | 12mm | 6mm 450, 19rin
047 in 0.24in
Los Angeles London New York Toronto Beijing Riga

+1818.899.8818

+44 (0)20.8574.9700

+1201.896.8600

www.tmb.com

+1519.538.0888

+8610.8492.1587

+371 6389 8886

© 2026, TMB. Al rights reserved. LITFLOPPYTAPE Effective: 17 August 2026
Specifications are subject to change without notice. This information supersedes all previously supplied information.

sales@tmb.com

4/6



®
FloppyDrive BuckBoost System
Unified Power and Control for Installations

ProPlex’s BuckBoost® Drive System is a unique, patent-pending technology that completely overcomes the
cable length challenges of low voltage LED lighting, especially LED “neons” and tapes. This revolutionary
new system allows centralized and remote (up to 150m) location of drives, mains power and PSU’s.

The proprietary BuckBoost drive signal is carried over a small cable, sized equivalent to a mic cable, from
a remote BoostBox® to a small inconspicuous BuckBox® located adjacent to the fixture.

HOW IT WORKS

BoostBoxes — Combine mains power and Ethernet or DMX control into multiple outputs with proprietary
BuckBoost drive signal combining power and control in one cable. Up to 200 Watts per output.

ProPleX Fioppybrive " BoostBox 8 -PTB )

2-output DIN Rail Mount BoostBox with Pluggable

8-output 2U RackMount BoostBox with Pluggable Terminal Block BuckBoost Drive output
connectors and dual Ethernet ports for ArtNet/sACN control. Terminal Block BuckBoost Drive output connectors
4-output version also available. and dual Ethernet plus DMX control ports. (requires
external 48V PSU)

BuckBoxes — Convert BuckBoost proprietary drive signal to output voltage and control for various
types of LED fixtures. Compact units mount adjacent to fixtures, up to 150 meters from BoostBoxes.
BuckBox 1 Universal models — one output for single color, dynamic white, RGB, RGBW, or Digital multi-pixel fixtures.

BuckBox 2 models — two outputs for digital multi-pixel fixtures only.

Osuus g
P,
;’UWYDNVIS
BuckBoy 1

@ »

X "
/ 2 / 6.14 [156]

3.14[798)

BuckBox IP67 BuckPlate
IP67 housings suitable for conduit inlet, with internal 2-Gang versions mount in US standard
2-gang junction boxes

terminal block connections and cable gland output.

Find out more at: www.proplex.com/buckboost-system
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FloppyDrive DIN Rail Mount

ProPlex,
F[ZQSVEE il b e DMX dimming for 12 or 24V LED Tapes, Neons, and other

e low voltage systems of all types. Perfect for FloppyFlex and FloppyTape.

24V 240 W max

www.tmb.com e Two 12V or 24V 2-, 3-, 4-, or 5-wire outputs

Model: Manufactured in EU

by Company NA

* Addressing, monitoring and reporting of all functions, via RDM
s C€ SJE"; ¢ 1200Hz flicker-free refresh rate
et * Pluggable Terminal Block (PTB) screw terminals for bare-wire, installation
flexibility
¢ More information and full specification sheets at
https: / /tmb.com/proplex-floppydrives

FloppyDrive 4x2 24V PortableMount

¢ DMX Control for FloppyFlex LED neon, FloppyTape LED tape, and other 24
VDC LED neon or tape systems. (Max. length of runs per output varies with
neon or tape product.)

e Two 24 VDC outputs. 12 VDC version also available

* Rugged, tour-ready ProPlex “Blue Box” PortableMount chassis. Packaged
for extreme conditions. Shock-mounted circuitry. Advanced thermal
management

¢ Color LCD Display with easy-function control buttons for easy setup and
configuration

¢ Heavy-duty yoke for truss mounting. Optional RackMount Kit available.

e RDM functionality for complete system monitoring and addressing via RDM
e 2-, 3-, and 5-wire (1-, 2-, and 4-channel) versions also available

¢ More information and full specification sheets at
https://tmb.com/proplex-floppydrives

Mean Well 24 VDC LED Drivers

snrn e
A = /l ¢ High efficiency 24VDC LED drivers in DIN Rail and stand-alone with
= / " multiple wattage configurations
/\ k s e |P-rated units available.
— E ¢ Fixed or dimmable output. Dimming available via 1-10VDC, 10V PWM
signal, resistance, or built-in potentiometer.
B
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