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TMB Pro Cables™ Submersible Cables

Even benign chemicals used to treat water attractions, fountains, etc. may, over time, react with the jacket 
compounds of submerged cables, with the possibility of cable failure.

ProPlex® Wet Location (WL) cables – chemical resistance

Part numbers - PC224WL – DMX cable, PCCCWL – LV Node cable

PC***WL cables are designed for use in depths of up to 30ft in fresh and salt water, and also most swimming 
pool water.  The cable jacket compounds have good to excellent resistance to diluted acids, concentrated acids, 
bases, alcohols and aliphatic hydrocarbons. 

They have limited to poor resistance to aldehydes, esters, aromatic and halogenated hydrocarbons and ketones.  
 
As a general rule, standard swimming pool chemicals fall into the good to excellent group.  This includes chlorine, 
bromine, salt and most algicides.  

The base materials in the outer jacket of ProPlex WL cables are very similar to those used in most pool liners, but 
with more permanent plasticizers and stabilizers so they will outperform the liners.  The jacket compounds are 
also UL certified sunlight resistant. 

If in any doubt, please provide TMB Sales with a list of the chemicals and concentrations in your water.  We will 
check them and certify if suitable, or not.  Please allow some time, two weeks at minimum, for this to be done.

ProAqua™ custom submersible cables

If the chemical water treatment of your project is not suitable for the long-term immersion of PC***WL cables, 
TMB offers, under the ProAqua brand, custom power and/or data cables with jacket compounds designed to 
withstand your specific water chemistry.  These cables carry a 10-year warranty against chemical degradation, 
contingent upon the water chemistry not changing.  The design and construction of a custom ProAqua cable can 
be expected to take 16 to 20 weeks.
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