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PROPLEX AND PROPOWER RPD
SUGGESTED PACKAGE

ProPlex EZ-LAN Unity 20 Gigabit  
Ethernet switch with Built-in VLANs and 

PoE on 8-ports

Cam In/Thru with Test Points

Racks are 

16-way, 120V 6-Circuit 19-pin Connectors

6x 20A Edison Duplex Circuits

Worklight

ProPlex Opto-Splitter 2x8 RDM

ProPlex IQ Two 1616 2X 
Bidirectional Ethernet-DMX Node



www.tmb.com

Los Angeles
+1 818.899.8818

Toronto
+1 519.538.0888

Beijing
+86 10.8492.1587

New York
+1 201.896.8600

London
+44 (0)20.8574.9700sales@tmb.com

© 2021, TMB. All rights reserved. LITPPXPPDKIT Effective: 10 June 2021
Specifications are subject to change without notice. This information supersedes all previously supplied information. 3 / 12

PROPLEX AND PROPOWER RPD
SUGGESTED PACKAGE

Open back to access rear ports of ProPlex Devices

Racks are 

Adjustable Dead-Front adapter allows open 
back while keeping cULus Listing on the rack

Metering Panel

Branch Breakers for 19-pin Connectors

400A Main Breaker with phase Power indicators
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RACK PANEL 
DISTRIBUTION

              BY AC POWER DISTRIBUTION

PPR3100TDC • [3U] 100A, 3ph main breaker.

PPR4C3 • [4U] 3ph, 5-wire Cam-Lok input panel 
with voltage test jacks.

PPR6CF3 • [6U] 3ph, 5-wire Cam-Lok feed-thru 
input panel with voltage test jacks and Edison 
aux outlet.

PPR3150TDC • [3U] 150A, 3ph main breaker

PPR3225TDC • [3U] 225A, 3ph main breaker.

All main breaker panels are available in 1ph 4-wire versions

PPR4400TDC • [4U] 400A, 3ph main breaker.

PPR4C3N • [4U] 3ph, 6-wire Cam-Lok input panel 
with double neutral and voltage test jacks.

PPR6CF3N • [6U] 3ph, 6-wire Cam-Lok feed-thru 
input panel with double neutral and voltage test 
jacks.

PPR4C1 • [4U] 1ph, 4-wire Cam-Lok input panel 
with voltage test jacks.

PPR6CF1 • [6U] 1ph, 4-wire Cam-Lok feed-thru 
input panel with voltage test jacks and Edison 
aux outlet.

INPUT AND MAINS PANELS

All branch breaker panels available with 20A, 30A or 50A breakers.

PPR2AM61P • [2U] 6 1-pole branch breakers and 
Edison aux outlet.

PPR2AM122P • [2U] 6 2-pole branch breakers 
and Edison aux outlet.

PPR2AM121P • [2U] 12 1-pole branch breakers 
and Edison aux outlet.

PPR2AM123P • [2U] 4 3-pole branch breakers 
and Edison aux outlet.

PPR2AM181P • [2U] 18 1-pole branch breakers.

PPR2AM62P • [2U] 3 2-pole branch breakers and 
Edison aux outlet.

PPR2AM182P • [2U] 9 2-pole branch breakers.

PPR2AM183P • [2U] 6 3-pole branch breakers.

PPR3AM241P • [3U] 24 1-pole branch breakers.

PPR3AM242P • [3U] 9 2-pole branch breakers 
and 6 1-pole breakers.

PPR3AM243P • [3U] 6 3-pole branch breakers 
and 6 1-pole breakers.

BRANCH BREAKER PANELS
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PROPLEX AND PROPOWER RPD
SUGGESTED PACKAGE
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RACK PANEL 
DISTRIBUTION

              BY AC POWER DISTRIBUTION

PPR3100TDC • [3U] 100A, 3ph main breaker.

PPR4C3 • [4U] 3ph, 5-wire Cam-Lok input panel 
with voltage test jacks.

PPR6CF3 • [6U] 3ph, 5-wire Cam-Lok feed-thru 
input panel with voltage test jacks and Edison 
aux outlet.

PPR3150TDC • [3U] 150A, 3ph main breaker

PPR3225TDC • [3U] 225A, 3ph main breaker.

All main breaker panels are available in 1ph 4-wire versions

PPR4400TDC • [4U] 400A, 3ph main breaker.

PPR4C3N • [4U] 3ph, 6-wire Cam-Lok input panel 
with double neutral and voltage test jacks.

PPR6CF3N • [6U] 3ph, 6-wire Cam-Lok feed-thru 
input panel with double neutral and voltage test 
jacks.

PPR4C1 • [4U] 1ph, 4-wire Cam-Lok input panel 
with voltage test jacks.

PPR6CF1 • [6U] 1ph, 4-wire Cam-Lok feed-thru 
input panel with voltage test jacks and Edison 
aux outlet.

INPUT AND MAINS PANELS

All branch breaker panels available with 20A, 30A or 50A breakers.

PPR2AM61P • [2U] 6 1-pole branch breakers and 
Edison aux outlet.

PPR2AM122P • [2U] 6 2-pole branch breakers 
and Edison aux outlet.

PPR2AM121P • [2U] 12 1-pole branch breakers 
and Edison aux outlet.

PPR2AM123P • [2U] 4 3-pole branch breakers 
and Edison aux outlet.

PPR2AM181P • [2U] 18 1-pole branch breakers.

PPR2AM62P • [2U] 3 2-pole branch breakers and 
Edison aux outlet.

PPR2AM182P • [2U] 9 2-pole branch breakers.

PPR2AM183P • [2U] 6 3-pole branch breakers.

PPR3AM241P • [3U] 24 1-pole branch breakers.

PPR3AM242P • [3U] 9 2-pole branch breakers 
and 6 1-pole breakers.

PPR3AM243P • [3U] 6 3-pole branch breakers 
and 6 1-pole breakers.

BRANCH BREAKER PANELS
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RACK PANEL 
DISTRIBUTION

              BY AC POWER DISTRIBUTION

PPR2619A120 • [2U] 2 6-circuit, 19-pin 
connectors, 120V. Requires 12 20A 1-pole 
breakers. 240A max load.

PPR2619A208 • [2U] 2 6-circuit, 19-pin 
connectors, 208V. Requires 12 20A 2-pole 
breakers. 480A max load.

PPR2619A120208 (shown) • [2U] 2 6-circuit, 
19-pin connectors, 1 120V, 1 208V. Requires 6 
20A 1-pole breakers and 6 20A 2-pole breakers. 
360A max load.

PPR2619120 • [2U] 4 6-circuit, 19-pin connectors, 
all 120V. Requires 24 20A 1-pole breakers. 480A 
max load.

PPR2619208 • [2U] 4 6-circuit, 19-pin connectors, 
all 208V. Requires 24 20A 2-pole breakers. 960A 
max load.

PPR2619120208 (shown) • [2U] 4 6-circuit, 19-pin 
connectors, 2 120V, 2 208V. Requires 12 20A 
1-pole breakers and 12 20A 2-pole breakers. 
720A max load.

PPR2619120208A • [2U] 4 6-circuit, 19-pin 
connectors, 3 120V, 1 208V. Requires 18 20A 
1-pole breakers and 6 20A 2-pole breakers. 600A 
max load.

PPR2619120208B • [2U] 4 6-circuit, 19-pin 
connectors, 1 120V, 3 208V. Requires 6 20A 
1-pole breakers and 18 20A 2-pole breakers. 
840A max load.

PPR2619120208C • [2U] 4 6-circuit, 19-pin 
connectors, 120V and 208V duplexed. Requires 
12 20A 2-pole breakers. 480A max load.

PPR3E • [3U] 6 Duplex Edison. Requires 6 20A 
1-pole breakers. 120A max load.

PPR3SP • [3U] 12 Stage pin. Requires 12 20A 
1-pole breakers. 240A max load.

PPR3PC • [3U] 12 PowerCON. Requires 12 20A 
1-pole breakers. 240A max load.

PPR3TLL520 • [3U] 6 NEMA L5-20. Requires 6 
20A 1-pole breakers. 120A max load.

PPR3TLL530 • [3U] 6 NEMA L5-30. Requires 6 
30A 1-pole breakers. 180A max load.

PPR3TLL620 • [3U] 6 NEMA L6-20. Requires 6 
20A 2-pole breakers. 240A max load.

PPR3TLL630 • [3U] 6 NEMA L6-30. Requires 6 
30A 2-pole breakers. 360A max load.

PPR3TLL1420 • [3U] 6 NEMA L14-20. Requires 6 
20A 2-pole breakers. 240A max load.

PPR3TLL1430 • [3U] 6 NEMA L14-30. Requires 6 
30A 2-pole breakers. 360A max load.

PPR3TL50125250 • [3U] 3 50A 125/250V 
non-NEMA Twist-Lock. Requires 3 50A 2-pole 
breakers. 300A max load.

PPR3TL50250 • [3U] 3 50A 250V non-NEMA 
Twist-Lock. Requires 3 50A 2-pole breakers. 
300A max load.

PPR3TL350250 • [3U] 3 50A 250V 3ph non-
NEMA Twist-Lock. Requires 4 50A 3-pole 
breakers. 600A max load.

PPR3TL350480 • [3U] 3 50A 480V 3ph non-
NEMA Twist-Lock. Requires 4 50A 3-pole 
breakers. 600A max load.

Require branch breaker panels on page 2.

PPR3TL3L1520 • [3U] 6 NEMA L15-20 3ph. 
Requires 6 20A 3-pole breakers. 360A max load.

PPR3TL3L1530 • [3U] 6 NEMA L15-30 3ph. 
Requires 6 30A 3-pole breakers. 540A max load.

PPR3TL3L2120 • [3U] 6 NEMA L21-20 3ph. 
Requires 6 20A 3-pole breakers. 360A max load.

PPR3TL3L2130 • [3U] 6 NEMA L21-30 3ph. 
Requires 6 30A 3-pole breakers. 540A max load.

PPR2C3RN (shown) • [2U] 3ph Cam-Lok Output 
with double neutral.

PPR2C3R • [2U] 3ph Cam-Lok Output.

PPR2C1R • [2U] 1ph Cam-Lok Output.

OUTPUT PANELS
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PROPLEX AND PROPOWER RPD
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RACK PANEL 
DISTRIBUTION

              BY AC POWER DISTRIBUTION

PPR2619A120 • [2U] 2 6-circuit, 19-pin 
connectors, 120V. Requires 12 20A 1-pole 
breakers. 240A max load.

PPR2619A208 • [2U] 2 6-circuit, 19-pin 
connectors, 208V. Requires 12 20A 2-pole 
breakers. 480A max load.

PPR2619A120208 (shown) • [2U] 2 6-circuit, 
19-pin connectors, 1 120V, 1 208V. Requires 6 
20A 1-pole breakers and 6 20A 2-pole breakers. 
360A max load.

PPR2619120 • [2U] 4 6-circuit, 19-pin connectors, 
all 120V. Requires 24 20A 1-pole breakers. 480A 
max load.

PPR2619208 • [2U] 4 6-circuit, 19-pin connectors, 
all 208V. Requires 24 20A 2-pole breakers. 960A 
max load.

PPR2619120208 (shown) • [2U] 4 6-circuit, 19-pin 
connectors, 2 120V, 2 208V. Requires 12 20A 
1-pole breakers and 12 20A 2-pole breakers. 
720A max load.

PPR2619120208A • [2U] 4 6-circuit, 19-pin 
connectors, 3 120V, 1 208V. Requires 18 20A 
1-pole breakers and 6 20A 2-pole breakers. 600A 
max load.

PPR2619120208B • [2U] 4 6-circuit, 19-pin 
connectors, 1 120V, 3 208V. Requires 6 20A 
1-pole breakers and 18 20A 2-pole breakers. 
840A max load.

PPR2619120208C • [2U] 4 6-circuit, 19-pin 
connectors, 120V and 208V duplexed. Requires 
12 20A 2-pole breakers. 480A max load.

PPR3E • [3U] 6 Duplex Edison. Requires 6 20A 
1-pole breakers. 120A max load.

PPR3SP • [3U] 12 Stage pin. Requires 12 20A 
1-pole breakers. 240A max load.

PPR3PC • [3U] 12 PowerCON. Requires 12 20A 
1-pole breakers. 240A max load.

PPR3TLL520 • [3U] 6 NEMA L5-20. Requires 6 
20A 1-pole breakers. 120A max load.

PPR3TLL530 • [3U] 6 NEMA L5-30. Requires 6 
30A 1-pole breakers. 180A max load.

PPR3TLL620 • [3U] 6 NEMA L6-20. Requires 6 
20A 2-pole breakers. 240A max load.

PPR3TLL630 • [3U] 6 NEMA L6-30. Requires 6 
30A 2-pole breakers. 360A max load.

PPR3TLL1420 • [3U] 6 NEMA L14-20. Requires 6 
20A 2-pole breakers. 240A max load.

PPR3TLL1430 • [3U] 6 NEMA L14-30. Requires 6 
30A 2-pole breakers. 360A max load.

PPR3TL50125250 • [3U] 3 50A 125/250V 
non-NEMA Twist-Lock. Requires 3 50A 2-pole 
breakers. 300A max load.

PPR3TL50250 • [3U] 3 50A 250V non-NEMA 
Twist-Lock. Requires 3 50A 2-pole breakers. 
300A max load.

PPR3TL350250 • [3U] 3 50A 250V 3ph non-
NEMA Twist-Lock. Requires 4 50A 3-pole 
breakers. 600A max load.

PPR3TL350480 • [3U] 3 50A 480V 3ph non-
NEMA Twist-Lock. Requires 4 50A 3-pole 
breakers. 600A max load.

Require branch breaker panels on page 2.

PPR3TL3L1520 • [3U] 6 NEMA L15-20 3ph. 
Requires 6 20A 3-pole breakers. 360A max load.

PPR3TL3L1530 • [3U] 6 NEMA L15-30 3ph. 
Requires 6 30A 3-pole breakers. 540A max load.

PPR3TL3L2120 • [3U] 6 NEMA L21-20 3ph. 
Requires 6 20A 3-pole breakers. 360A max load.

PPR3TL3L2130 • [3U] 6 NEMA L21-30 3ph. 
Requires 6 30A 3-pole breakers. 540A max load.

PPR2C3RN (shown) • [2U] 3ph Cam-Lok Output 
with double neutral.

PPR2C3R • [2U] 3ph Cam-Lok Output.

PPR2C1R • [2U] 1ph Cam-Lok Output.

OUTPUT PANELS
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RACK PANEL 
DISTRIBUTION

              BY AC POWER DISTRIBUTION

PPR31619 • [3U] 120V 19-pin Panel with 6 
1-pole 20A breakers and Aux. 20A Edison. Total 
ampacity 140A. 
PPR31619D • [3U] 120V 19-pin Duplex Panel 
with 6 1-pole 20A breakers and Aux. 20A Edison. 
Total ampacity 140A.

PPR32619 • [3U] 120V Dual 19-pin Panel with 12 
1-pole 20A breakers. Total ampacity 240A.

PPR31619208 • [3U] 208/240V 19-pin Panel with 
6 2-pole 20A breakers and Aux. 20A Edison. Total 
ampacity 260A.
PPR31619D208 • [3U] 208/240V 19-pin Duplex 
Panel with 6 2-pole 20A breakers. Total ampacity 
240A.

PPR31619D208NYC • [3U] 208/240V 19-pin 
120/208 Panel with 6 2-pole 20A breakers. Total 
ampacity 240A.

PPR32ESPL520 • [3U] 2 Edison, 2 20A stage pin 
and 2 L5-20 twistlock with 6 1-pole 20A  breakers. 
Total ampacity 120A.

PPR33ESP • [3U] 3 Edison and 3 20A stage pin 
with 6 1-pole 20A breakers. Total ampacity 120A.

PPR36E • [3U] 6 Edison duplex with 6 1-pole 20A 
breakers. Total ampacity 120A.

PPR23E • [2U] 3 Edison duplex with 3 1-pole 20A 
breakers. Total ampacity 60A.

PPR1C • [1U] 6 Edison with 1 1-pole 15A breaker. 
Total ampacity 15A.

PPR36SP • [3U] 6 20A Stage pin with 6 1-pole 
20A breakers. Total ampacity 120A.

PPR36SPD • [3U] 12 20A Stage pin duplex with 6 
1-pole 20A breakers. Total ampacity 120A.

PPR43SP60 • [4U] 3 60A Stage pin with 3 1-pole 
60A breakers. Total ampacity 180A.

PPR43SP100 • [4U] 3 100A Stage pin with 3 
1-pole 100A breakers. Total ampacity 300A.

PPR26PC • [2U] 6 PowerCON with 6 1-pole 20A 
breakers. Total ampacity 120A.

PPR36PCD • [2U] 6 Duplexed PowerCON with 6 
1-pole 20A breakers. Total ampacity 120A.

PPR36TLL520 • [3U] 6 NEMA 1ph L5-20 with 6 
1-pole 20A breakers. Total ampacity 120A.
PPR36TLL530 • [3U] 6 NEMA 1ph L5-30 with 6 
1-pole 30A breakers. Total ampacity 180A.

PPR33TLL620 • [3U] 3 NEMA 1ph L6-20 with 3 
2-pole 20A breakers. Total ampacity 120A.
PPR33TLL630 • [3U] 3 NEMA 1ph L6-30 with 3 
2-pole 30A breakers. Total ampacity 180A.
PPR33TLL1420 • [3U] 3 NEMA 1ph L14-20 with 3 
2-pole 20A breakers. Total ampacity 120A.
PPR33TLL1430 • [3U] 3 NEMA 1ph L14-30 with 3 
2-pole 30A breakers. Total ampacity 180A.

PPR33TL50125250 • [3U] 3 50A Non-NEMA 
125/250v 1ph twistlock with 3 2-pole 50A 
breakers. Total ampacity 300A.
PPR33TL50250 • [3U] 3 Non NEMA 250v 1ph 
twistlock with 3 2-pole 50A breakers. Total 
ampacity 300A.

PPR33TL3L1520 • [3U] 3 NEMA L15-20 3ph with 
3 3-pole 20A breakers. Total ampacity 180A.
PPR33TL3L1530 • [3U] 3 NEMA L15-30 3ph with 
3 3-pole 30A breakers. Total ampacity 270A.
PPR33TL3L2120 • [3U] 3 NEMA L21-20 3ph with 
3 3-pole 20A breakers. Total ampacity 180A.
PPR33TL3L2130 • [3U] 3 NEMA L21-30 3ph with 
3 3-pole 30A breakers. Total ampacity 270A.

PPR33TL350250 • [3U] 3 Non-NEMA 50A 250v 
3ph twistlock wired for 120/208v with 3 3-pole 
50A breakers. Total ampacity 450A.
PPR33TL350480 • [3U] 3 Non-NEMA 50A 480v 
3ph twistlock wired for 120/208v with 3 3-pole 
50A breakers. Total ampacity 450A.

OUTPUT PANELS WITH BREAKERS
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PROPLEX AND PROPOWER RPD
SUGGESTED PACKAGE

www.tmb.com

Los Angeles
+1 818.899.8818

Toronto
+1 519.538.0888

Beijing
+86 10.8492.1587

New York
+1 201.896.8600

London
+44 (0)20.8574.9700sales@tmb.com

© 2020, TMB. All rights reserved. LITPPXEZLAN20 Effective: 2 November 2020
Specifications are subject to change without notice. This information supersedes all previously supplied information. 1 / 2

EZ-LAN UNITY 20
GIGABIT SWITCH

• EZ-User configurable, high-throughput Gigabit Switch
• Simultaneously separate and distribute up to four discrete networks – e.g lighting,  

audio, media, content, console, communications – with a few button presses
• Two EZ-LANs do the work of up to 8 unmanaged Gigabit switches
• 16 ports assignable in up to four, four-port groups
• Add a second fibre or copper connection for automatic redundancy and twice the speed
• 16 EtherCon LAN ports, 2 EtherCon Trunk ports, 2 OpticalCon Trunk ports (Quad standard. Duo optional)
• Compatible with a wide range of entertainment-specific protocols, including AES67, ArtNet, Dante, GreenGo, 

HippoNet, HogNet, Livewire, MA-Net 2/3, Q-LAN, RAVENNA, RDMNet, sACN, and more!

Worldwide Exclusive Distribution

Makes Networking Easier and More Accessible!

Rear RackMount Kit 
option available

Available with 
8 or16 ports 
with PoE+!

Built for the road!
DATA DISTRIBUTION YOU CAN DEPEND ON

EZ-LAN makes today’s complex show networking easier and accessible for everyone. These simple to operate yet powerful 
Gigabit Ethernet switches distribute up to four discrete networks – lighting, audio, content, server, console, or communications – 
quickly, effortlessly, and simultaneously.

Users untrained in the complexities of managed networking can easily isolate networks and access and change VLAN 
assignments with a single button press. 

With 16 ports, assignable in up to four separate groups, EZ-LAN is a revolutionary addition to the ProPlex Data Distribution 
range of multiple format data management systems, all designed and built to withstand “Life on the Road.”
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EZ-LAN UNITY 20
GIGABIT SWITCH

Media Server Remote 
Access

Lighting Console Video Console

FOH

Console 
Net

Art  
Net

Media 
Net

Inter 
Com

EZ-LAN 
Unity 20

EZ-LAN 
Unity 20

EZ-LAN 
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Media Servers

Lighting Console
Remote

IQ Manager
RDM Manager

IQ Two 88 2X

Opto-Splitter 2x8 RDM

IQ Two 66 2X

IQ Two 66 2X

Media 
Net

Inter 
Com

Art  
Net

Console 
Net

Inter 
Com

Art  
Net

IQ Two 1616 2X

Data

One 8 4

Technical Specifications
Part Number PPEZL218R PPEZLPOE8218R PPEZLPOE16218R
Base TX 10/100/1000 Ports 18
Fiber Optic Link Ports 2
Optical Connectors OpticalCon QUAD (DUO option available)
Ethernet Connectors EtherCon RJ45
AC Power 100-240V, 50/60Hz
Number of Ports with PoE 0 8 16
PoE type - "PoE+" (25W) also compatible with “PoE” (15W) devices
PoE standards - 802.3af and 802.3at
Max unit power consumption 30W 270W 510W
Color LCD display No Yes, 1.8"
Custom switch configurations No Yes, via LCD menu
Port status LEDs Single-color RGB multicolor
Operating Temperature -20°C - +40°C
EIA Rack Units 19” 2U
Unit Dimensions (WxHxD) 19 x 3.5 x 12 in  (483 x 90 x 305 mm)
Shipping Dimensions (WxHxD) 21 x 7.75 x 15.5 in (533 x 197 x 394 mm)
Unit Weight 10.8 lb  (4.9 kg) TBA TBA
Shipping Weight 16.5 lb (7.5 kg)  TBA TBA

EZ-LAN Network Example

Accessory
Part Number Description
PPEZL218RRMKIT Rear RackMount Kit



www.tmb.com

Los Angeles
+1 818.899.8818

Toronto
+1 519.538.0888

Beijing
+86 10.8492.1587

New York
+1 201.896.8600

London
+44 (0)20.8574.9700sales@tmb.com

© 2021, TMB. All rights reserved. LITPPXPPDKIT Effective: 10 June 2021
Specifications are subject to change without notice. This information supersedes all previously supplied information. 9 / 12

PROPLEX AND PROPOWER RPD
SUGGESTED PACKAGE

www.tmb.com

Los Angeles
+1 818.899.8818

Toronto
+1 519.538.0888

Beijing
+86 10.8492.1587

New York
+1 201.896.8600

London
+44 (0)20.8574.9700sales@tmb.com

© 2021, TMB. All rights reserved. LITPPXIQTWO16162X Effective: 5 February 2021
Specifications are subject to change without notice. This information supersedes all previously supplied information. 1 / 2

IQ TWO 1616 2X 
ETHERNET-DMX NODE

Worldwide Exclusive Distribution

• High-power processor for glitch-free data conversion, patching and 
merging of up to 16 Universes

• Powerful yet intuitive feature set, control, management, via on-board 
LCD, Browser Interface, or ProPlex Software

• Full-featured ProPlex Software option for management of the largest 
networks

• Dual EtherCon ports allow very low latency linking of units and, with 
GBS and EZ-LAN, ring topology for speed and redundancy

• PoE power-in option for convenience or dual-power redundancy
• Merge ArtNet or Streaming ACN from multiple sources
• Full bi-directional RDM functionality.  Input or output on any DMX 

connector.
• Rugged, tour-ready ProPlex “Blue Box” construction

16-way Bidirectional ArtNet/sACN-DMX Node
With Dual EtherCon Ports and PoE Power in!

Built for the road!
DATA DISTRIBUTION YOU CAN DEPEND ON
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IQ TWO 1616 2X 
ETHERNET-DMX NODE

Technical Specifications

Part Number PPIQB161625RR

Ethernet Ports 2

ArtNet/sACN Universes 16 max.

DMX Ports 16

DMX Connectors Neutrik XLR5 Female

DMX Port Isolation Optical, up to 1000V

Ethernet Connector Neutrik EtherCon RJ45

Network Protocols ArtNet, sACN (E1.31)

Power 100-240V, 50-60 Hz / PoE In (802.3af)

Power Connector Neutrik PowerCon NAC3MPA

Power Consumption 20 W

Fuse 1 A, 250 V

Operating Temp. -20º to +40º C

Unit Dimensions (WxHxD) 19 x 3.5 x 8 in [483 x 90 x 205 mm]

Unit Weight (unpacked) 8.4 lb [3.8 kg]

Shipping Dimensions (WxHxD) 21 x 8 x 16 in [533 x 203 x 152 mm]

Shipping Weight 10.9 lb [4.9 kg]
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Opto-Splitter 2X8
DMX512 optically isolated splitter/repeaters

High-performance, tour-grade signal management solutions!

▪  Two DMX512 inputs individually switchable to up to 8 outputs

▪  DMX regeneration feature ensures compatibility between DMX devices

▪  Available with all 5-pin XLR connectors or as a 3/5-pin combo unit

▪  RDM version has RDM defeat switch on each input

▪  Shock-mounted circuitry.  Designed for extreme conditions and temperatures

▪  ProPlex “Blue Box” RackMount enclosure

▪  Neutrik™ connectors:  Locking PowerCON mains and XLR

▪  Designed and built for working professionals in entertainment production

BUILT TO LAST!
 - DATA DISTRIBUTION YOU CAN DEPEND ON

Worldwide Exclusive Distribution
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Opto-Splitter 2X8
DMX512 optically isolated splitter/repeaters

Technical Specifications

Model Opto-Splitter 2x8 Opto-Splitter 2x8 3-pin
(Special order only)

Opto-Splitter 2x8 3/5-pin
(Special order only) Opto-Splitter 2x8 RDM

Part Number PPDDS285 PPDDS283 PPDDS2853 PPDDS285RR

DMX Inputs 2 XLR5 Male 2 XLR3 Male 1 XLR5 Male, 1 XLR3 
Male 2 XLR5 Male

DMX Outputs 8 XLR5 Female 8 XLR3 Female 4 XLR5 Female, 4 XLR3 
Female 8 XLR5 Female

DMX Signal DMX-512A

RDM No No No Yes

Signal Delay Optional REGENERATION mode: 2μsec REGENERATION mode: 
2μsec

DMX Isolation Optical to 1000V

Power 100-230 VAC, 50-60 Hz (consumption 15W)

Mains Connector Neutrik™ powerCON NAC3MPA

Fuse 2A, 250V

Cooling Convection

Operating Temperature -4º to +104º F (-20º to +40º C)

Operating Humidity 10 - 85%

Unit Dimensions (WxHxD) 19 x 1.75 x 3.94 in (482.6 x 44.5 x 100 mm)

Unit Weight (unpacked) 3.3 lbs (1.5 kg)

Packed Dimensions 
(WxHxD) 20.5 x 3.3 x 7.25 in (521 x 84.5 x 184 mm)

Shipping Weight 3.7 lbs (1.7 kg)

Dimensions in millimeters [inches]


