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DATA DISTRIBUTION optiqguement DMX512

Solutions de gestion de signaux « tour-grade » a haute performance!

* Deux entrées DMX512 commutables individuellement jusqu’a 8 sorties.

* La fonction de régénération DMX assure la comptabilité entre les appareils DMX.

* Disponibles avec tous les connecteurs XLR 5 broches ou comme unité combo a 3/5 broches.
* Circuits anti-chocs. Concu pour des conditions et des températures extrémes.

* Enceintes ProPlex « Boite bleue » — RackMount et PortableMount Mini.

* Connecteurs Neutrik™ : Verrouillage du secteur PowerCON et XLR.

* Concu pour les professionnels du divertissement.
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Séparateur optique 2x8
Séparateur/répéteurs isolé(s)
optiguement DMX512

Technical Specifications
SofF Opto-Splitter 2x8 3-pin Opto-Splitter 2x8 3/5-pin &nli
Model Opto-Splitter 2x8 (Special order only) (Special order only) Opto-Splitter 2x8 RDM
Part Number PPDDS285 PPDDS283 PPDDS2853 PPDDS285RR
DMX Inputs 2 XLR5 Male 2 XLR3 Male LXLRS ’\l\/}gé’ LXLR3 2 XLR5 Male
DMX Outputs 8 XLR5 Female 8 XLR3 Female 4 XLR5 ,F:‘;mi'lee 4 XLR3 8 XLR5 Female
DMX Signal DMX-512A
RDM No No No Yes
Signal Delay Optional REGENERATION mode: 2psec REGENEEQL'SN mode:
DMX Isolation Optical to 1000V
Power 100-230 VAC, 50-60 Hz (consumption 15W)
Mains Connector Neutrik™ powerCON NAC3MPA
Fuse 2A, 250V
Cooling Convection
Operating Temperature -4° t0 +104° F (-20° to +40° C)
Operating Humidity 10 - 85%
Unit Dimensions (WxHxD) 19 x 1.75x 3.94 in (482.6 x 44.5 x 100 mm)
Unit Weight (unpacked) 3.3 1bs (1.5 kg)
Packed Dimensions )
(WxHXD) 20.5x3.3x7.25in (521 x 84.5 x 184 mm)
Shipping Weight 3.7 Ibs (1.7 kg)
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