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IP65 OPTO-SPLITTER
PPDDS1X6IP65D, PPDDS1X6IP65R

• IP65 rated, intended for 
temporary installations 

• 1 optically isolated DMX input, 
6 optically isolated DMX outputs 
and 1 DMX signal thru 

• Power and all data connections 
hard-wired to internal screw 
terminals

• All cable entries via IP65 cable 
glands 

IP65 DMX Opto-Splitters for outdoor use

Part Number PPDDS1X6IP65D PPDDS1X6IP65R

Protocols DMX 512A DMX 512A, RDM

DMX Inputs 1

DMX Outputs 6

DMX Thru 1

Input/Output Isolation Optical up to 1000V

Output/Output Isolation Optical up to 1000V

AC Power 90-264V, 50-60 Hz

Operating Temperature -40° to +122°F [-40 to 50°C]

Operating Humidity 10-85%

Cooling Convection

Power Cable Outside Diameter 0.18-0.4 in [4.5-10 mm]

DMX Cable Outside Diameter 0.12-0.28 in [3-7 mm]

Dimensions (LxWxH) 7.75 x 7.5 x 3.9 in [197 x 190 x 98 mm]

Weight 5 lbs. [2.3 kg]

Connectors Internal screw terminals

Worldwide Exclusive Distribution
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LOS ANGELES HEADQUARTERS

527 Park Avenue | San Fernando, CA 91340, USA

Tel: +1 818.899.8818 | Fax: +1 818.899.8813

sales@tmb.com

TMB 24/7 TECH SUPPORT

US/Canada: +1.818.794.1286

Toll Free: 1.877.862.3833 (1.877.TMB.DUDE)

UK: +44 (0)20.8574.9739

Toll Free: 0800.652.5418

techsupport@tmb.com
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A full service company providing technical
support, customer service, and follow-up.

Providing products and services for the industrial,
entertainment, architectural, installation, defense, broadcast,

research, telecommunications, and signage industries.

Los Angeles, London, New York, Toronto, and Beijing.
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