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CAUTION! Use only with
Power Input UrbanLux series fixtures!
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DoP Injector

The Urbanlux DoP Injector combines a 16A power circuit with
DMX512/RDM data to control and power multiple Urban Lux fixtures over
a single 5-conductor cable for simple, clean hassle free wiring.

MAX cable length from DoP Injector to farthest unit < ~ 300 m (1000 feet).

Technical Specs

Physical

Length 180 mm [7.1inch]

Width 90 mm [3.6 inch]

Height 67 mm [2.6 inch]

Weight 0.4kg

Color Black

Enclosure Impact-resistant polycarbonate
Mounting to surface with 4 x M4 screws
Connections

DMX/RDM PTB pluggable terimnal block(30 to 14AWG)
Power In Screwdriver-actuated CAGE CLAMP® connection (28 to 12AWG)

UrbanLux Output

Control
DMX

RDM
Art-Net
SACN
Addressing

Firmware Update

Electrical
Voltage Output

Power Consumption

Inrush Current

Fuse

Environment

Operating Tempurature

Screwdriver-actuated CAGE CLAMP® connection (28 to 12AWG)

Yes
Yes
No
No
via RDM
via DMX link

T00VAC to 277VAC (50/60 hz)

1,920 @120 V
3,328 @ 208 V
3,840 @240V
4,432 @ 277V

Note: Inrush current limits will vary depending on the voltage supplied -
please consult the fixture specification sheets to determine the max fixture counts.
<40A

External 16A max (not provided)

-25°C to 50°C [-4°F to +122°F]

Protection Rating P30

Fixtures per DoP Injector

Fixture X1 x4 1x8 116 2x2 2x5 2x10 2x15
Max units @120V 30 30 16 8 30 15 8 5
Max units @240V 30 30 30 15 30 15 15 10
Max units @277V 26 26 26 13 26 13 13 8

Total System Inrush

<40A, with DoP Injector
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CONTACT INFORMATION

LOS ANGELES HEADQUARTERS
527 Park Avenue | San Fernando, CA 91340, USA
Tel: +1 818.899.8818 | Fax: +1 818.899.8813

sales@tmb.com

TMB 24/7 TECH SUPPORT

US/Canada: +1.818.794.1286

Toll Free: 1.877.862.3833 (1.877TMB.DUDE)
UK: +44 (0)20.8574.9739

Toll Free: 0800.652.5418
techsupport@tmb.com

LOS ANGELES +1818.899.8818
LONDON +44 (0)20.8574.9700
NEW YORK +1201.896.8600
BEIJING +86 10.84921587
CANADA +1519.538.0888
RIGA +3716389 8886
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www.tmbarchitectural.com

A full service company providing technical

support, customer service, and follow-up.

Providing products and services for the industrial,
entertainment, architectural, installation, defense, broadcast,
research, telecommunications, and signage industries.
Servicing the global market from offices in

Los Angeles, London, New York, Toronto, Riga and Beijing.



